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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards on 5 January 1989, after 
the draft finalized by the Hand Tools Sectional Committee had been approved by the Mechanical 
Engineering Division Council. 

These pliers are used for tight pressing the lead seals up to sizes 12"5 mm on the consignments where 
it is to ensure later on that no internal tampering has been done on the sealed item. 

In the preparation of this standard, considerable assistance has been derived from the drawings 
supplied by the Controllerate of Inspection General Stores, Ministry of Defence, Kanpur. 
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Indian Standard 
SEALING PLIERS — SPECIFICATION 



1 SCOPE 

This standard covers the requirements of 
150 mm size sealing pliers suitable for lead seals 
of maximum diameter 12*5 mm. 

2 REFERENCES 

The Indian Standards listed below are necessary 
adjuncts to this standard: 

Title 



IS Mo. 

IS 1364 (Part 1 ) 
1983 



IS 2102 ( Part 1 ) 
1980 



IS 2388: 1971 



IS 2615 : 1981 



IS 7906 ( Part 2 ) 
1975 



4 MATERIAL 

The pliers shall be made of suitable steels meet- 
ing the requirements laid down in 5 and 7. 



Specification for hexagon 
head bolts, screws and nuts 
of product grades A and 
B: Part 1 Hexagon head 
bolts ( size range M3 to 
M36 ) ( second revision ) 

General tolerances for 
dimensions and form and 
position: Part 1 General 
tolerances for linear and 
angular dimensions ( second 
revision ) 

Specification for slotted grub 
screws ( first revision ) 

Technical supply conditions 
for pliers, pincers and nip- 
pers ( second revision ) 

Specification for helical 
compression springs: Part 2 
Cold coiled springs made 
from circular section wire 
and bar 



3 SHAPES AND DIMENSIONS 

3.1 The shapes and dimensions shall be as given 
in Fig. 1. 

3.2 Tolerance* 



Component 

Fixed and movable 
arms 

Spring 

Dies 



Material 

Same as given in 3.1 of 
IS 2615 : 1981 

IS 7906 (Part 2) : 1975 

Mild steel 



Tolerances as specified in medium grade 
IS 2102 ( Part 1 ) : 1980 shall apply. 



of 



Grub screws, nuts Conforming to IS 2388 : 
and bolts 1971 and IS 1364 ( Part 1) : 

1983 respectively 

5 HARDNESS 

The body of the pliers shall have a minimum 
hardness of 36 HRC or its equivalent in other 
scales. The springs shall have hardness in 
accordance with IS 7906 ( Part 2 ) : 1975. 

6 GENERAL REQUIREMENTS 

Manufacture, workmanship and finish, preserva- 
tion, packing and sampling shall conform to 
IS 2615: 1981. 

7 TEST 

7.1 Handle Load Teat 

The pliers shall be tested for permanent set in 
accordance with 9.5 of IS 2615 : 1981. The 
moment to be employed shall be 130 Nm. The 
permanent set checked at the end of the test shall 
not exceed 1 mm. 

8 MARKING 

The pliers shall be clearly and legibly stamped 
with the manufacturer's name, initials and/or 
recognized trade-mark, and the year of manu- 
facture. 
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All dimensions in millimetres. 
Fig, 1 Dimensions for Sealing Pliers 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a well defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the pro- 
ducer. Standard marked products are also continuously checked by BIS for conformity to that 
standard as a further safeguard. Details of conditions under which a licence for the use 
of Standard Mark may be granted to manufacturers or producers may be obtained from 
the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be sent 
to BIS giving the following reference : 
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